CONTAINER: High Density Polypropylene
COVER: High Density Polypropylene
TERMINALS: Flag M
HANDLES: Rope

PLATE HEIGHT: 293 mm 11.550 Inches
PLATE WIDTH: 143 mm 5.625 Inches
THICKNESS (POSITIVE): 4.32 mm 0.170 Inches
THICKNESS (NEGATIVE): 3.05 mm 0.120 Inches

COLD CRANK AMPS (CCA): 0ºF / -17.8ºC 1151
MARINE CRANK AMPS (MCA): 32ºF / 0ºC 1440
RESERVE CAPACITY (RC @ 25A): 814 Minutes

CAPACITY 375 AH

WEIGHT DRY: 37 kg 81 Lbs.
WEIGHT WET: 51 kg 113 Lbs.
LENGTH: 318 mm 12 1/2 Inches
WIDTH: 181 mm 7 1/8 Inches
HEIGHT: 425 mm 16 3/4 Inches

CELLS: 15 Plates/Cell 3 Cell
SEPARATOR THICKNESS: 2 mm 0.061 Inches
GLASS MAT INSULATION: 1 mm 0.02 Inches
ELECTROLYTE RESERVE ABOVE PLATES: 57 mm 2.25 Inches

CYCLE LIFE VS. DEPTH OF DISCHARGE

VOLTAGE VS. DEPTH OF DISCHARGE

WWW.ROLLSBATTERY.COM
SURRETTTE BATTERY COMPANY 1 STATION RD SPRINGHILL, NS CANADA B0M 1X0
SPEC 01 12/1/2013 REV. 1